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LIGHTS ON BUOYS USED TO DEFINE TRAFFIC 
LANES 

149.560 How must buoys used to define traf-
fic lanes be marked and lighted? 

149.565 What are the required characteris-
tics and intensity of lights on buoys used 
to define traffic lanes? 

MISCELLANEOUS 

149.570 How is a platform, SPM, or STL 
identified? 

149.575 How must objects protruding from 
the water, other than platforms and 
SPMs, be marked? 

149.580 What are the requirements for a 
radar beacon? 

149.585 What are the requirements for sound 
signals? 

Subpart F—Design and Equipment 

GENERAL 

149.600 What does this subpart do? 
149.610 What must the District Commander 

be notified of and when? 
149.615 What construction drawings and 

specifications are required? 
149.620 What happens when the Com-

mandant (G–M) reviews and evaluates 
the construction drawings and specifica-
tions? 

149.625 What are the design standards? 

STRUCTURAL FIRE-PROTECTION 

149.640 What are the requirements for sys-
tems fire-protection? 

149.641 What are the requirements for struc-
tural fire-protection for deepwater ports 
in accommodation spaces and modules? 

SINGLE POINT MOORINGS 

149.650 What are the requirements for single 
point moorings and their attached hoses? 

HELICOPTER FUELING FACILITIES 

149.655 What are the requirements for heli-
copter fueling facilities? 

EMERGENCY POWER 

149.660 What are the requirements for emer-
gency power? 

GENERAL ALARM SYSTEM 

149.665 What are the requirements for a gen-
eral alarm system? 

149.670 What are the requirements for mark-
ing a general alarm system? 

PUBLIC ADDRESS SYSTEM 

149.675 What are the requirements for the 
public address system? 

MEDICAL TREATMENT ROOMS 

149.680 What are the requirements for med-
ical treatment rooms? 

149.685 May a medical treatment room be 
used for other purposes? 

MISCELLANEOUS 

149.690 What are the requirements for 
means of escape, personnel landings, 
guardrails, and similar devices and for 
noise limits? 

MEANS OF ESCAPE 

149.691 What means of escape are required? 
149.692 Where must they be located? 

PERSONNEL LANDINGS 

149.693 What are the requirements for per-
sonnel landings on manned deepwater 
ports? 

GUARDRAILS AND SIMILAR DEVICES 

149.694 What are the requirements for cat-
walks, floors, and openings? 

149.695 What are the requirements for stair-
ways? 

149.696 What are the requirements for a hel-
icopter landing deck safety net? 

NOISE LIMITS 

149.697 What are the requirements for a 
noise level survey? 

PORTABLE LIGHTS 

149.700 What kind of portable lights may be 
used on a deepwater port? 

AUTHORITY: 33 U.S.C. 1504; Department of 
Homeland Security Delegation No. 0170.1 
(75). 

SOURCE: USCG–1998–3884, 69 FR 746, Jan. 6, 
2004; 69 FR 3836, Jan. 27, 2004, unless other-
wise noted. 

EFFECTIVE DATE NOTE: By USCG–1998–3884, 
69 FR 746, Jan. 6, 2004, subchapter NN, con-
sisting of parts 148, 149, and 150, was revised, 
effective Jan. 6, 2004 until Oct. 1, 2006. 

Subpart A—General 

§149.1 What does this part do? 
This part provides requirements for 

the design and construction of deep-
water ports. It also provides the re-
quirements for equipment for deep-
water ports. 

§149.5 What definitions apply to this 
part? 

Definitions applicable to this part ap-
pear in 33 CFR 148.5. In addition, the 
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